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Constructed wetland for improved wastewater management and increased
water use efficiency in resource scarce SAT villages: a case study from
Kothapally village, in India
Aviraj Datta, Hari Om Singh, Santhosh Kumar Raja, and Sreenath Dixit
International Crops Research Institute for the Semi-Arid Tropics (ICRISAT), Patancheru, India
ABSTRACT
Evaluation a field-scale of constructed wetland (CW) for the treatment of rural wastewater (WW),
in resource-scarce semi-arid tropic (SAT) villages, to provide improved wastewater management
and increased water use efficiency, was the main objective of this study. A CW was commissioned
in Kothapally village of Telangana to treat the wastewater generated from 100 households. The
CW was vegetated with Typha latifolia and Canna indica. Average COD, sulfate and inorganic nitro-
gen removal efficiencies observed were 65%, 60% and 67% respectively, for the study period (one
year). Removal efficiency for total coliform was consistently above 80%. The treated wastewater
was stored in a farm pond and was utilized for irrigation in the nearby agricultural fields (0.6 ha).
This perennial source of water, helped the nearby farmers to cultivate two additional crops, chick-
pea during rabi and sweetcorn during summer. The assured availability of water reduced their vul-
nerability to dry spells during the kharif by providing means for lifesaving irrigation. The biomass
harvested from the constructed wetland was used as fodder for the livestock. A net additional
income of Rs.70,000 (US$1,000) was realized by the farmers using the treated wastewater for cul-
tivation. Similar constructed wetland-based wastewater management system can be scaled up
across water scarce semi-arid tropics.
Novelty statement
Field-scale performance evaluation of constructed wetland based wastewater treatment in a semi-
arid tropic village is scarce in the literature. The work presented gives a feasibility assessment for








In the year 2015, the estimated surplus sewage volume in
India was 38,791 million liters per day (MLD), i.e., 62% of
the total sewage generated (CPCB 2016). It is estimated that
rural households in India generate 15 to 18 billion liters of
liquid waste per day, however, wastewater management
remains an alien concept in rural India. Even in villages
with cemented drainage network, wastewater drains invari-
ably leads to a wastewater sump at their tail end. These
wastewater sumps, ubiquitous in rural India, become notori-
ous for odor nuisance and pose a health-risk of pest/vector
diseases to those residing in their vicinity. In developing
countries, as much as 80% of illnesses are linked to poor
quality water and poor wastewater management. An esti-
mated 842,000 deaths could have been prevented with access
to safe drinking water, hand-washing facility and sanitation
(The United Nations World Water Development Report
2017). Raw wastewater discharge leads to contamination of
surface water bodies and groundwater aquifers (Corcoran
et al. 2010). Conventional wastewater treatment technolo-
gies, being chemical, skill and energy intensive, have thus
far not achieved penetration in rural India (Kaur et al.
2012). Low-cost technologies such as constructed wetland
(CW) utilize the phytoremediation capacity of specific plant
species, in combination with physical screening and sedi-
mentation of suspended solids (Machado et al. 2017). The
aerenchyma tissue (Vymazal 2001), present in macrophytes
such as Typha latifolia and Canna indica, facilitate the trans-
fer of atmospheric oxygen to the root zones, thus creating
an ideal micro-environment for nitrification activities
(Vergeles et al. 2015). Studies have shown that the plant
uptake contributes to about 5–15% of the total nutrient
removal from the wastewater while the bulk of removal of
pollutants takes place in the rhizosphere by the root zone
microorganisms (Becerra-Castro et al. 2012). Thus, CW
offers a sustainable technological solution to augment waste-
water management capacities as well as water use efficiency
of rural communities (Kelvin and Tole 2011). Despite the
known potential of CWs illustrated by researchers their
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studies involving their field-scale application are limited
(Khan et al. 2020). Laboratory scale experiments with syn-
thetic wastewater (Miguel-Espinosa et al. 2020) and artificial
light sources, are important to understand the physicochem-
ical processes (Upadhyay et al. 2016) and their effect on
wastewater treatment efficiency in a CW. However, field-
scale implementation of CWs (Leto et al. 2013), are needed
to instill confidence in the minds of policy makers about
their reliability in actual field condition (Huang et al. 2016).
The present study demonstrated consistent wastewater treat-
ment efficiency by a field-scale subsurface flow CW located
in semi-arid tropic village, Kothapally, in Telangana, India.
The CW vegetated with Typha latifolia and Canna indica
showed COD, sulfate and inorganic nitrogen removal effi-
ciencies of 65%, 60% and 67%, respectively, for the one year
study period. Removal efficiency observed for total coliform
was consistently above 80%. The treated wastewater served
as a perennial source of irrigation water for the agricultural
fields in its vicinity and reduced their vulnerability to unpre-
dictable dry spells during the kharif (0.6 ha). Such an
assured source of irrigation helped the local farmers to culti-
vate two additional crops, chickpea during rabi and sweet-
corn during summer. The biomass harvested from the
constructed wetland was used as fodder for the livestock. A
net additional income of Rs.70,000 (US$1,000) was real-
ized by the farmers using the treated wastewater for cultiva-
tion. Similar constructed wetland based wastewater




Kothapally (17o1208.9300 N, 78o6023.500 E) is a progressive
Indian village in the Ranga Reddy district of Telangana
state. Growing water scarcity, unpredictable and inadequate
rainfall made, rainfed agriculture-dependent livelihoods in
Kothapally vulnerable. Integrated watershed development
interventions such as rainwater harvesting (Garg et al.
2012), in situ moisture conservation, soil health rejuven-
ation, introduction of improved crop varieties and soil
micronutrient enrichment have been successfully imple-
mented in Kothapally over the last decade (Karlberg et al.
2015). Increasing water use efficiency through water recy-
cling and reuse is critical for the livelihood of villagers. The
concept of CW was introduced through village level meet-
ings, stressing the need for proper wastewater management.
Both the potential as well as limitations of the technology
were highlighted during these meetings to the local villagers
to foster pragmatic planning and expectations. Scientific
evaluation of the drainage map and topography formed the
basis of site-selection, however, enabling the participation of
villagers in the decision-making process helped to inculcate
a sense of ownership among the villagers about the activity.
The wastewater sump located at the tail end of the main
drain was a perennial source of foul smell and potential
source pest/vector diseases in the village. The main village
drain carrying wastewater from 100 households (population
497) was identified for the activity and the public land near
the wastewater sump at its tail end was utilized for the
wastewater treatment unit. Wastewater from the drains of
individual households drained through PVC pipes to the
cemented (Supplementary Figure S1) drain canals (mostly
covered). Thus the percolation and evaporation loss were
both negligible. It is worth mentioning that villagers sug-
gested a site about 30 m further downstream of their exist-
ing wastewater sump, although it meant incurring additional
cost toward putting a 30m long cemented pipeline
(Supplementary Figure S2), such flexibilities are critical for
the successful implementation of the project. The implemen-
tation team and their strategy must not be oblivious to com-
mon ‘not in my back yard’ tendency seen for wastewater
treatment units. Bar screens were put at the inlet of the
pipeline to prevent floating materials and plastics from clog-
ging the pipeline.
Constructed wetland
The constructed wetland was designed for a flow of 20m3/
day which is the volume of water supplied to these house-
holds from a village overhead tank to community taps. It is
worth noting that the area near the community tap sees a
lot of bathing and washing activity. Individual household
wastewater discharge drained through PVC pipes
(Supplementary Figure S1) to the main drain pipeline. The
pipe underground drainage line (Supplementary Figure S2)
means very negligible percolation or evaporation loss. The
subsurface horizontal flow type CW used in this study con-
sisted of a brick-masonry structure (20m  4m  1.5m)
with plain cement concrete lining at the bottom. The total
cost of construction for this unit was $9895. The bed poros-
ity was found to be 0.53 by falling-head tests. The pore vol-
ume was computed to be 63.6m3. Thus the hydraulic
retention time was approximately 3 days. Peak flow periods
were observed between 5 am and 7 am on a typical day.
The general layout and the details of its filter media are
given in Figure 1. The filter bed of the CW was constituted
of three horizontally stratified layers (each 30 cm thick) of
aggregates (40mm aggregates at the bottom, 20mm aggre-
gates in the middle and 10mm aggregates at the top) cov-
ered with a 15 cm thick layer of coarse sand (1.5mm). To
prevent loss of sand in the event of high flow following a
significant rainfall event the top sand layer was guarded by
0.15mm baffle (a single brick layer) placed on the top of the
10mm gravel layer on both the inlet as well as the outlet
side. Gravity flow of wastewater was ensured by providing a
bed slope of 1% (Metcalf and Eddy. Inc. 1991). The inlet
wastewater drain was connected to the 40mm aggregate
layer and the wastewater flow direction in the CW was bot-
tom-up type (Figure 1). The wastewater was allowed to enter
from the bottom of the CW at the inlet side and exit from
the top of the 10-mm gravel layer at the outlet side.
Wetland was vegetated with Typha latifolia saplings and
Canna indica suckers on 20 May 2015 (Supplementary
Figure S3). The plant species were placed at 30 cm spacing.
We selected these two species based on our in-house
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detailed research where we compared the suitability of sev-
eral species (Tilak et al. 2017). The main advantages of both
these species are, first, their high growth rate and consistent
phytoremediation capacity without much seasonal variation;
second, they do not harbor harmful pests or insects and
thirdly, both species do not spread beyond the designed
vegetated area and do not pose the threat of becoming a
‘new weed’. The planting material was collected from the
existing constructed wetland in ICRISAT (Supplementary
Figure S3), Patancheru campus (Datta et al. 2016). Both
Typha latifolia and Canna indica covered 40m2 area each in
the CW, where the former covered 10m of the length from
the inlet side and preceded the Canna indica vegetation
which covered the remaining 10m length of the CW bed.
The treated wastewater from the CW was stored in a pond
(dimension of 20m  4m  2.5m) located downstream of
the CW. The water storage capacity of the pond was 200m3
(10 days treated wastewater volume). The pond had stone-
pitched side-walls with a compacted clay liner at the bottom.
The various phases of construction are depicted in Figure 2.
The pond had stone-pitched side-walls with a compacted
clay liner at the bottom. The overflow from the pond was
connected to the existing stream toward the downstream
direction. Maintenance of constructed wetland requires the
skill of a gardener for routine activities such as harvesting
and cleaning the rubbish.
Wastewater sampling and analysis
Live monitoring of water quality using real-time monitoring
tools and data-loggers was not possible mainly due to two
reasons, first, it generally restricts the number of parameters
we can monitor reliably; second, the risk of theft of such an
expensive instrument at a roadside village location.
Bi-weekly wastewater samples (1 L each) were collected
manually in wide-mouth high-density poly-ethylene (HDPE)
bottles (Tarsons, product code: 584250) in triplicates from
the inlet and outlet of the constructed wetland. The bottles
were transported in cold boxes to the ICRISAT Patancheru
campus within 2–3 h of sampling for analysis of various
parameters during the period of July 2015 to July 2016.
Standard methods (Supplementary Table S1) of wastewater
analysis (APHA 2005) were adopted for different physical
and chemical parameters (Datta et al. 2016). The pathogen
removal efficiency of the CW was measured in-terms of
Escherichia coli using the most probable number (MPN)
method by adopting standard procedures (Kaushal et al.
2016). Further details about the analytical procedure adopted
may be found in the Supplementary Material.
Top layer sand sampling
Monthly sampling of sand was carried out during the study
period. A sand auger (AIC Agro Instruments Pvt. Ltd,
India), was used for sand sampling (at depths of 0–5 cm).
Sand samples (each of 100 g) were collected in triplicate
from both the Typha latifolia vegetated area as well as
Canna indica vegetated area and subsequently one (100 g)
composite samples were prepared for each area.
Plant biomass sampling
The above-ground biomass was harvested manually using
hedge smears at 45 days interval. The fresh weight was
recorded using a spring balance immediately after harvesting
(Supplementary Figure S4). Composite plant samples (5 kg
for each macrophyte) were collected from the harvested bio-
mass for analysis. The plant samples were kept in 5 kg mus-
lin bags. The plant samples (or sweet corn) were dried in an
oven at 65 C for 48 h.
Sand and plant sample analysis
The sand samples were air-dried and ground to get a uni-
form grain size of 2mm. Analysis of both sand and plant
samples were carried out in the Charles Renard Analytical
Laboratory (CRAL) at ICRISAT, Patancheru. The total
nitrogen was analyzed adopting the thio-sulfate modification
of the Kjeldahl method to include nitrate and nitrite
Figure 1. Schematic of the constructed wetland commissioned in Kothapally, Telangana (Double-column fitting image).
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(Sahrawat et al. 2002a). The plant samples (or sweet corn)
were dried in an oven at 65 C for 48 h. The dried plant (or
sweet corn) samples were then ground using an industrial-
grade grinder (Willey, Nebraska, USA) to a fine powder.
Total nitrogen in plant materials was determined by
digesting the samples with sulfuric acid-selenium. Nitrogen
in the digests was analyzed using an auto-analyzer (Skalar
SAN System, AA Breda, Netherlands) (Sahrawat et al.
2002b). The concentrations of trace metals in the plant sam-
ples as well as in the samples were determined by
Figure 2. Different phases of construction of the constructed wetland; bed preparation (A), compaction (B), masonry work (C), introduction of concrete liner (D),
completion of plastering and curing (E), filling-up of the filter media constituents (F), plantation (G), stabilization (H).
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inductively coupled plasma emission spectrophotometer
(ICP-AES) (Prodigy High Dispersion ICP, Teledyne Leeman
Labs, Hudson, New Hampshire, USA) in the digests pre-
pared by digesting the samples with nitric acid.
Design of the constructed wetland
The wastewater flow in the village drain to the constructed
wetland was estimated from the water supplied to the house-
holds connected to the inlet drain (Supplementary Figure
S1). The overhead tank, which supplies water to these
households, receives 20 m3/day. Assuming 70% of the sup-
plied water gets converted into wastewater, the design flow
for CW was 14 m3/day with 2.73 days hydraulic retention
time (HRT). After the installation of the cemented pipeline,
direct flow measurements were conducted using plastic
drums of 1,000 L capacity (Ramprasad and Philip 2016) dur-
ing the construction phase (1 March 2015 to 1 April 2015)
on multiple occasions throughout the day. Initial measure-
ments found that 85% of the wastewater flow comes
between 6.00 h and 18.00 h during a day with the peak flow
periods between 6.00 h and 11.00 h. The average daily flow
computed was between 10 and 12 m3/day which implies an
actual HRT of approximately 3 days (excluding the evapor-
ation and evapotranspiration loss within the con-
structed wetland).
Results and discussion
Characteristics of the wastewater
The average wastewater characteristics during the study
period are given in Table 1. The irrigation guidelines pre-
scribed by the Central Pollution Control Board (CPCB,
India) classifies irrigation water quality as Class E. Water
quality for Class E requires pH of 6.0–8.5, electrical
conductivity (EC) of less than 2.25 dS/m, sodium absorption
ratio (SAR) less than 26 and boron concentration of less
than 2mg/L (CPCB 2020). The effluent from the con-
structed wetland was within these set permissible limits
throughout the study period. The wastewater characteristics
did not show much seasonal variation except during the
monsoon season. Storm-water incursion and diluted influent
wastewater post rainfall events, particularly for a rainfall of
more than 5mm. However, the study period being a
drought-hit period such days were very few. An increase in
the concentration of total suspended solids was observed
during the monsoon period (Supplementary Figure S6). The
COD concentration in the influent wastewater was near
about 250mg/L, lower values were recorded though follow-
ing rainfall events (Supplementary Figure S7). Inlet concen-
tration of sulfate varied between 50mg/L and 70mg/L, the
transition period between kharif and rabi showed values
closer to 50mg/L whereas the period of enhanced agricul-
tural activity showed values closer to 70mg/L. A low value
of 17mg/L was observed during the winter (Supplementary
Figure S8). Incursion of agricultural run-off may be the rea-
son behind variation observed in sulfur concentration, as
ammonium sulfate was one of the main inorganic fertilizers
applied by the nearby farmers. The salt concentration as
well as physical parameters such as pH and electrical con-
ductivity (EC) remained steady with minimal variation
(5–7%) during the study period. The wastewater was devoid
of any heavy-metals during the entire study period, only on
one occasion trace level (0.01mg/L) of arsenic was detected
in the wastewater. The absence of heavy metal highlights the
irrigation potential of rural wastewater. The high biochem-
ical oxygen demand (BOD5) to COD ratio (0.78) highlighted
higher amenability of the wastewater to biodegradation. The
phosphorous (Supplementary Figure S8), ammoniacal-nitro-
gen (Supplementary Figure S9) and nitrate-nitrogen
(Supplementary Figure S10) concentrations of the waste-
water reflect its eutrophication potential. Utilization of the
treated wastewater, thus, not only provides a perineal source
for fertigation but also increases nutrient use efficiency pre-
vents environmental degradation by recycling of the
nutrients such as nitrogen, phosphorous and sulfur back to
soil. The high ammoniacal-nitrogen to nitrate-nitrogen con-
centration ratio may be attributed to the shorter and mostly
covered travel path for the wastewater from individual
households to the constructed wetland. The average total
coliform content observed in the influent of the pathogen
was about 1,700/mL highlighting the health risk of raw
wastewater irrigation both for the producer and consumer
of the produce, however, it showed considerable variation.
Performance of the CW
Two distinct phases of operation were observed in the con-
structed wetland, the steady state phase was preceded by a
brief stabilization phase. The stabilization phase started with
plantation of Canna indica and Typha latifolia, and lasted
for 40 days (20 May 2015 to 30 June 2016). Wastewater sam-
ples were collected for analysis from the inlet as well as the
Table 1. Average inlet wastewater characteristic (July 2015–July 2016).
Sl. No. Parameters Inlet
1 Arsenic (mg L–1) 1.1
2 Bio-chemical oxygen demand (mg L–1) 187.7
3 Boron (mg L–1) 0.155
4 Calcium (mg L–1) 142.8
5 Chlorides (mg L–1) 297.19
6 Chemical oxygen demand (mg L–1) 240
7 Detergents (mgL–1) 9.21
8 Electrical conductivity (dS m–1) 1.85
9 Fluorides (mg L–1) 1.32
10 Magnesium (mg L–1) 83.83
11 Ammoniacal-nitrogen (mg L–1) 34.60
12 Nitrate-nitrogen (mg L–1) 5.4
13 pH 7.42
14 Phosphates (mg L–1) 0.7
15 Potassium (mg L–1) 17.44
16 Sodium (mg L–1) 182.42
17 Sulfate (mg L–1) 61.2
18 Sulfur (mg L–1) 19.7
19 Total alkalinity (mg L–1 as CaCO3) 342
20 Total dissolved solids or TDS (mg L–1) 1,903
21 Total hardness (mg L–1 as CaCO3) 1,100
22 Total suspended solids or TSS (mg L–1) 52
23 Total coliform (mL–1) 1,700
Cadmium, chromium, cobalt, copper, nickel, manganese, iron and zinc were
consistently below detectable limit of ICP-Mass Spectra analysis.
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outlet of the CW every week during this period. Significant
variation between inlet and outlet concentrations was
observed for few key parameters such as total suspended sol-
ids (TSS), sulfate, chemical oxygen demand (COD), phos-
phate, ammoniacal-nitrogen and nitrate-nitrogen (Table 2).
These were identified as performance indicators for the con-
structed wetland. The removal efficiency was calculated
from the average inlet and average outlet concentrations of
the wastewater samples collected during this period. During
the stabilization phase, the CW showed high (94–98%) TSS
removal efficiency. Physical screening and sedimentation
may be the reason for the high removal efficiency of 98%
observed for TSS during the stabilization phase (Kaushal
et al. 2016). As the macrophytes got established, marked
increase in COD and inorganic nitrogen removal was
observed. The removal efficiencies eventually got stabilized
toward the end of this 40 days stabilization phase. The estab-
lishment of rhizosphere zone microorganisms has been iden-
tified as critical for CW performance (Jizheng et al. 2012).
As the plants grow the surface area of plant roots increase,
which aid, the growth of rhizosphere zone microbial biofilm
which in turn augments biodegradation of pollutants present
in the wastewater in the root zone. Both Typha latifolia and
Canna indica possess aerenchyma (Cooper et al. 1996), and
thus, can facilitate oxygen transport to its rhizosphere. Such
availability of oxygen as the terminal electron acceptor pro-
motes the growth of nitrifiers. Furthermore, the availability
of nitrate-nitrogen near the root zone in turn induces the
growth of denitrifiers (Vymazal 2011). The period from 1
July 2015 to 1 July 2016, was the post-stabilization phase
where the performance of the CW was evaluated. Overall
removal efficiency was calculated from the average inlet and
average outlet concentrations observed over the study
period. The removal efficiencies for different key wastewater
parameters post stabilization phase are presented in Table 2.
The root zone micro-organisms utilize the available organic
carbon during nitrification–denitrification process and thus
play a critical role in the removal of BOD in constructed
wetland (Xing 2012). The overall COD removal efficiency
was between 65% and 72% consistently post stabilization
phase of the CW. Leto et al. (2013) in their study with sub-
surface flow CW treating first-flush stormwater in Sicily
(Italy), have reported a COD removal efficiency of 65–69%
and a total nitrogen removal efficiency of 60–66%. No sig-
nificant seasonal variation in the COD, inorganic nitrogen
or sulfur removal efficiency was observed during the study
period (Table 2). An increase in the inorganic nitrogen
removal was observed after each harvesting event which
may be attributed to an increased plant uptake. In fact, with
plant height a drop in the inorganic nitrogen removal
helped to identify the optimized harvesting period for both
the plant species. The optimum harvesting period for Typha
latifolia was found to be 41 days where for Canna indica it
was 45 days. For the sake of simplicity in maintenance activ-
ity, harvesting was carried after every 45 days for both the
plant species which required the engagement of two human
labors for a day. After harvesting, fresh weight was taken for
the plant biomass and plant samples were collected for ana-
lysis of tissue concentrations. The removal efficiency for
inorganic nitrogen showed an increase of 3–5% during the
first two weeks after harvesting probably owing to the rapid
plant regrowth post harvesting. However, overall, the influ-
ence of plant growth phase on removal efficiency for COD,
sulfur or other parameters were moderate. This highlights
the dominant role of root zone microorganisms, compared
to plant nutrient uptake, on the overall wastewater treatment
efficiency in the CW. The average phosphate removal effi-
ciency observed over the study period is 54.29% where the
inlet concentration varied between 0 and 0.9mg/L. Previous
researchers have reported that subsurface flow horizontal
CWs have a higher potential for phosphate removal as the
substrate is constantly flooded and there is not much fluctu-
ation in redox potential in the bed materials (Vymazal
2001). However, in the absence of adsorption based entrap-
ment, common in peat or soil-based media, plant root
uptake becomes the main removal mechanism for phosphate
in CWs with inert media such as granite aggregates
(Vymazal 2007). It is important to highlight here that
although organic carbon-rich plant litter may aid in the
removal of sulfate in a constructed wetland, periodic har-
vesting of plant biomass is important to achieve net nutrient
removal as nutrients stored by the aboveground plant bio-
mass of macrophytes gets released during their decompos-
ition. It is worth mentioning that even before the
horizontal-subsurface flow CW was vegetated with Typha
latifolia or Canna indica, the average removal efficiency was
68% and 72% for total and fecal coliforms, respectively,
through abiotic removal processes. However, the presence of
macrophytes increased the removal efficiency for Total coli-
form as reported by previous researchers (Stefanakis et al.
2014). The CW showed consistently high removal efficiency
for fecal as well as total coliform and the average removal
efficiency were 87% and 92%, respectively. High removal
efficiency of more than 90% is common in constructed wet-
lands for examples Garcıa-Avila et al. (2019) reported
removal efficiency of more than 98% for a vertical subsur-
face flow constructed wetland vegetated with Phragmites
australis and Cyperus papyrus treating municipal wastewater
Table 2. Average inlet and outlet concentration and removal efficiencies for different key wastewater parameters in the constructed wet-
land (July 2015–July 2016).
Inlet concentration (mg L–1) Outlet concentration (mg L–1) Removal efficiency (%ge)
TSS 52 ± 18.3 7.2 ± 2.1 86.15
Sulfate 61.2 ± 11.0 24.53 ± 4 59.92
COD 240± 27.6 92.3 ± 11.4 61.54
Phosphate 0.7 ± 0.2 0.32 ± 0.1 54.29
Ammoniacal-Nitrogen 34.66 ± 5 14.37 ± 2 58.54
Nitrate-Nitrogen 5.4 ± 0.8 1.22 ± 0.4 77.41
Total coliform 1,700 ± 202.9 124 ± 16.1 92.7
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in the city of Santa Isabel, Ecuador. Removal efficiency
greater than 90% was reported for Escherichia coli by Leto
et al. (2013) in their study with Arundo donax L. and
Cyperus alternifolius L. vegetated horizontal subsurface flow
constructed wetland treating pretreated urban wastewater in
Sicily (Italy). Coliform contamination levels of above 103/
mL affects the quality of vegetable crops like radish and let-
tuce (Blumenthal et al. 2001). The relatively stable outlet
wastewater characteristics, irrespective of seasonal variation
or human interventions such as harvesting clearly demon-
strates the reliability and consistency of the CW perform-
ance as a decentralized wastewater treatment technology.
Unlike wastewater generated from urban and peri-urban
areas, the absence of heavy metal in the wastewater samples,
throughout the study period, highlights the safe irrigation
potential of wastewater generated from this type of semi-
arid villages. The salt removal efficiency observed in the CW
was negligible and the average sodium adsorption ratios
(SAR) for the inlet and outlet wastewater were 2.9 and 2.7,
respectively.
Removal of fecal coliform at high pH environment of
the storage tank
Post-treatment the residual nitrogen and phosphate concen-
tration in the treated wastewater triggered algal growth in
the storage pond in the abundance of sun-light (Vymazal
2011). The growth of algae resulted in a rise of pH with an
average value of 8.5 (Vymazal 2007). Total removal of fecal
coliforms was achieved in the storage tank as a consequence
of pH. Fernandez et al. (1992) explained the presence of
flora influences through several factors such as competition,
predation, etc. to facilitate the removal of fecal coliform in
an algal pond and not the pH rise alone. Increase in pH
takes place due to CO2 consumption by the algae; nutrient
competition, production of toxins and addition of oxygen by
the algal biomass enhances fecal coliform die-off rates.
Adhesion/attachment to the algal cells also elimi-
nates coliforms.
Although several processes such as ammonia volatiliza-
tion, nitrification, denitrification, nitrogen fixation, ammoni-
fication, nitrate-ammonification, anaerobic ammonia
oxidation (ANAMMOX) and adsorption affect the removal
of nitrogen in a constructed wetland, most processes just
convert nitrogen to its various forms (Vymazal 2007). The
phytoremediation ability of rooted macrophytes such as
Typha latifolia and Canna indica is closely linked to their
great nutrient uptake capacity which accounts for their
greater productivity in comparison with planktonic algae in
many systems (Wetzel 2001). Nitrogen assimilation refers to
the biological processes which convert inorganic nitrogen
forms into organic compounds that serve as building blocks
for cells and tissues. Two forms of nitrogen are
predominately used for assimilation, ammoniacal and nitrate
nitrogen. Because ammoniacal nitrogen is more reduced
energetically than nitrate, it is often preferred over the latter
by plant species for assimilation, more so in habitats with
restricted nitrification (Garnett et al. 2001). The nutrient
uptake by macrophytes is limited by its growth rate and the
saturation concentrations of nutrients in the plant tissue
(Vymazal 2007). Plant tissue analysis and quantification of
the harvested biomass together thus represents the nutrient
uptake capacity of a specific plant species. Both Typha latifo-
lia and Canna indica showed similar total nitrogen and
phosphorous concentrations (Table 3 and Supplementary
Table S2). However, the sulfur concentration in the Typha
latifolia tissue was significantly higher (7,158mg/kg) than
that of Canna indica. However, harvesting of biomass or dif-
ferent growth stage of the macrophytes has little impact on
the overall sulfate removal observed in the constructed wet-
land. Chen et al. (2016), in their lab-scale studies with con-
structed wetlands operated in batch mode with secondary
effluent, reported that while Typha latifolia had little effect
on sulfate removal, unless organic carbon is available in its
root zone. Thus, root-zone microbial biodegradation seems
to be the dominant factor influencing sulfate removal in the
CW. The potassium concentration in Canna indica tissue
was consistently very high (greater than 40,000mg/kg) over
the entire study period Table 4. The area (10m  4m)
vegetated with Typha latifolia and Canna indica in the CW
being identical, the harvested biomass and plant tissue con-
centrations, give a fair estimation of the biomass yield
potentials. An automatic weather station located in the Zilla
Parishad High School (ZPHS) premises (latitude: 18.25696;
longitude: 78.58109) of the village ensured availability of
accurate weather data throughout the study period. Being
semi-arid village the rainfall is low and sparse. Distinct sea-
sonal variation was not observed in the plant growth rate
measured from weight of the biomass harvested (Table 4).
Growth rate for Typha latifolia and Canna indica were
0.196 kg/m2/day and 0.204 kg/m2/day, respectively. Detailed
morphological study of the macrophytes although was
beyond the scope of this field-scale study conducted in a
Table 3. Average plant tissue concentrations of Typha latifolia and Canna indica.
Plant species Total N (mg/kg) Total P (mg/kg) Total K (mg/kg) Sulfur (mg/kg) Fe (mg/kg) Zn (mg/kg) Ca (mg/kg) Mg (mg/kg)
Typha latifolia 22,534 ± 179 3,911 ± 80 26,924 ± 164 7,158 ± 135 506 ± 59 15 ± 1.2 11,032 ± 78 4,625 ± 82
Canna indica 22,974 ± 186 4,394 ± 108 42,343 ± 185 2,169 ± 144 703 ± 72 13 ± 1.2 8,597 ± 404 6,362 ± 171
Table 4. Fresh weight of the plant biomass harvested from the constructed














INTERNATIONAL JOURNAL OF PHYTOREMEDIATION 7
village. The study found the nitrogen and phosphorous
uptake potential of both Typha latifolia and Canna indica
were similar. The results also demonstrated the higher sulfur
and potassium uptake potential of Typha latifolia and
Canna indica, respectively. The biomass yield obtained from
the constructed wetland highlighted the revenue generation
potential through the utilization of the harvested biomass
for composting or biogas production.
Nutrient accumulation in the CW media
The concentration of nutrients in the sand sampled from
the top layer of the CW at the start and end of this study is
presented in Table 5 to give an idea of the nutrient accumu-
lation (Supplementary Table S3). The high growth rate and
dense foliage of both the Typha latifolia and Canna indica
ensured minimal weed invasion. The nitrogen, phosphorous
and potassium accumulations in both the sand layers of
both the Typha latifolia and Canna indica vegetated surfaces
were identical.
Reuse of the treated water
The average ammoniacal nitrogen concentration being
34.6mg/L of wastewater exhibited significant eutrophication
potential if is released in the water bodies untreated.
Moreover, usage of nutrient reach untreated wastewater
leads to weed formation, particularly during the post-ger-
mination and early stages of the crop. The average inorganic
nitrogen removal efficiency observed in the CW was 61%.
Thus, CWs entrap excessive inorganic nitrogen as plant bio-
mass and makes the treated wastewater better suited for fer-
tigation irrespective of crop growth cycle. The inorganic
nitrogen thus entrapped in the plant biomass can be brought
back to soil through composting process improving the
nutrient use efficiency of these resource poor rural com-
munities. Common flood irrigation method requires about
500m3/ha water per irrigation event. Thus, the use of the
treated wastewater for fertigation (Licata et al. 2019) led to
the addition of 7.5 kg/ha of nitrogen in the fields per irriga-
tion. The treated wastewater was utilized by a local farmer
to cultivate the 0.6 ha agricultural land adjacent to the
treated wastewater storage tank. The farmer had no access
to any other source of irrigation for cultivation in this plot.
The kharif 2015 being a drought year in the region, the
farmer was keen for additional income using the treated
wastewater during the rabi season. The farmer cultivated
chickpea (variety: JAKI 9218) during December 2015 to
February 2016. The germination efficiency observed was
93% and a net cost of cultivation was about Rs. 6,000,
mainly toward labor cost during field preparation. During
this period, the farmer used the treated wastewater for two
irrigation events. As is the local practice, the whole harvest
(entire plants) was sold for Rs.50,000 as Haribot or green
chickpea. Subsequently, the farmer also cultivated sweet
corn during March to May 2016 (dry-summer months)
period using the treated wastewater. The farmer could give
only 5 irrigations, i.e., one short of the required number of
irrigation, as the peak summer season saw a reduction in
wastewater flow. This might be the reason for the slightly
lesser yield (10 t/ha) which was slightly lesser than the 11.25
t/ha yield obtained by the local farmers using bore water for
irrigation with identical agricultural practice. The grains
from bore water as well as treated wastewater irrigated fields
were compared through elemental analysis and were physic-
ally and chemically indistinguishable. Soil samples were col-
lected (Sahrawat et al. 2008) from the bore-water as well as
the treated wastewater irrigated plots and no significant det-
rimental effect of the treated wastewater irrigation was
observed on soil health (Table 6). The total harvest of 6 tons
of this sweet corn was sold at variable (Rs. 6,000 to
Rs.15,000 per ton) rates and the total sell value obtained was
Rs.60,000. The cost of cultivation constituted of labor cost
(Rs. 9,500); seed (variety: SUGAR 75, Syngenta) cost (Rs.
10,000) and fertilizer cost (Rs. 11,500). The fertilizer used
was NPK (14-35-14) and urea each of 50 kg/acre. The pro-
gressive farmer could give a breakup of the labor cost, which
was comprised of the following activities: cultivation and
field preparation (Rs.3,600); sowing (Rs. 1,000); fertilizer
application (Rs. 400) and inter-cultivation (Rs. 4,500). The
seed price and water availability were the main limiting fac-
tors that restricted the size of the cultivated area. During the
rainfed kharif season of 2016, the farmer cultivated maize
without any use of the treated wastewater. However, the
assurance of treated water availability although gave the
farmer confidence to go for rainfed cultivation, after suffer-
ing crop loss due to poor rainfall during the previous kharif.
Reuse of the biomass harvested from the
constructed wetland
As mentioned plant biomass was harvested from the con-
structed wetland at a frequency of 45 days. The harvesting
activity (including the fresh weight estimation) required two
labor for a single day. This was the only operating cost
incurred for the overall wastewater treatment scheme. The
Table 5. The nutrient concentrations observed in the top layer sand in the constructed wetland.
Parameters At start (mg/kg) Typha latifolia cell (mg/kg) Canna indica cell (mg/kg)
Total-Nitrogen 15 439 467
Total-Phosphorous 66 188 188
Exchangeable-K 0.05 29.57 31.35
Exchangeable-Ca 1.1 970.72 966.5
Exchangeable-Mg 0.2 109.39 104.5
Available-Fe 1.79 17.91 11.44
Available-Zn 0.6 1.36 2.56
Available-B 0.13 0.13 0.235
Available-S 4.15 12.29 9.245
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help of local farmers who were the prime beneficiaries of
the treated wastewater and biomass was utilized to carry-out
this maintenance operation who did carry out the harvesting
in exchange of the free harvested biomass. The average fresh
weight of the biomass harvested each time was about 500 kg
(Table 4). The biomass helped to supply fodder for the two
bulls (a critical livestock asset) of the adjacent farmer using
the treated wastewater throughout the year. It is worth men-
tioning these were the only two bulls in the entire village
and fodder shortage is a serious issue that makes keeping
bulls uneconomical for these farming families. The ability to
keep the bulls helped the farmer to prepare and maintain
energy requirements of crop cultivation.
Sustainability of the CW
Compared to conventional wastewater treatment technologies,
operation of CWs does not require electricity, chemicals or
skilled supervision. However, the technology cannot be popu-
larized as a ‘maintenance free’ technology. Often in the eager-
ness to get villagers’ approval this part remains unclear to the
villagers which in the long-run may jeopardize the implemen-
tation scheme. Routine harvesting of the plant biomass and
cleaning of debris in the drains upstream to the CW, particu-
larly near the bar-screens ensure smooth functioning of the
decentralized wastewater treatment (DWAT) unit. Awareness
campaign helped to garner support for cleaning of drains fre-
quently by the Gram Panchayat. Nevertheless, maintenance of
the DWAT unit required 3 human-days labor every 45 days
which approximately costs Rs. 900 (US$14). A user group was
created involving beneficiaries of the harvested biomass and
treated wastewater. Members of the gram panchayat were also
made part of the user group. User groups help to delineate
roles and responsibility toward maintenance of the DWAT,
moreover members ensured long-term sustainability of the
DWAT unit through synergy with other on-going government
schemes such as Swachh Bharat Mission (SBM) and Mahatma
Gandhi National Rural Employment Guarantee Act
(MGNREGA). Technical handholding and capacity building of
the user group throughout the length of study period helped
the local community to become self-sufficient toward the
operation and maintenance of the DWAT unit in Kothapally.
Beyond the tangible benefits such as improved wastewater
management, increase water use efficiency and increase avail-
ability of fodder the intangible benefits of these DWAT units
would be reduced occurrence of pest and vector borne dis-
eases and environmental pollution. It is difficult to quantify
although as in these resource poor villages, frequency of dis-
ease occurrence and wellbeing gets affected by diverse factors
such as access to safe drinking water, nutritious food and vac-
cination. The activity serves as a win-win-win proposition by
addressing issues of health and hygiene, raw wastewater irriga-
tion, water scarcity, reducing agricultural water demand and
recycling of nutrients to soil.
Conclusion
The study demonstrated how a constructed wetland can be
operated by villagers themselves to treat the wastewater gen-
erated from their households. The high removal efficiency
observed for coliform and total suspended solids consistently
highlights the reliability of the technology and its potential
to abate raw wastewater irrigation. This approximately
$10,000 technology with negligible operation and mainten-
ance cost facilitated revenue generation of $1,000 in the first
year itself while the intangible impact observed was
improved raw wastewater management.
Acknowledgments
We acknowledge the Department of Bio-Technology, Government of
India for the resources provided through a mirror project between EU
and – Water4Crops ‘Integrating bio-treated wastewater reuse and val-
orization with enhanced water use efficiency to support the Green
Economy in Europe and India’. The authors acknowledge the contribu-
tion of Mrs. Chetana Nimje and Dr. AVR Kesava Rao for the plant tis-
sue analysis and for providing the Kothapally weather data,
respectively. The authors are thankful to the farmer Mr. P. Narasimha
Reddy for providing access to his agricultural field as well as co-oper-




American Public Health Association (APHA). 2005. Standard methods for
the examination of water and wastewater. 21st ed. Washington (DC):
Author.
Becerra-Castro C, Monterroso C, Prieto-Fernandez A, Rodrıguez-
Lamas L, Loureiro-Vi~nas M, Acea MJ. 2012. Pseudometallophytes
colonizing Pb/Zn mine tailings: a description of the plant-micro-
organism-rhizosphere soil system and isolation of metal-tolerant
bacteria. J Hazard Mater. 217–218:350–359. doi:10.1016/j.jhazmat.
2012.03.039.
Blumenthal U, Fleisher JM, Esrey SA, Peasey A. 2001. Epidemiology: a
tool for the assessment of risk. In: Fewtrell L, Bartram J, editors.
Water quality: guidelines, standards and health: assessment of risk
and risk management for water-related infectious disease. London:
IWA Publishing. p. 135–160.
Chen Y, Wen Y, Zhou Q, Huang J, Vymazal J, Kuschk P. 2016. Sulfate
removal and sulfur transformation in constructed wetlands: the roles
Table 6. Soil analysis data before and after the sweet corn cultivation in
treated as well as bore-well irrigated plots.
Sl.No Parameters Unit Bore-water irrigated Treated wastewater irrigated
1 Total-K mg/kg 3,678.80 4,243.00
2 Total-Ca mg/kg 25,449.99 25,565.52
3 Total-Mg mg/kg 13,313.50 13,150.22
4 Total-Na mg/kg 938.61 980.14
5 Total-Fe mg/kg 54,341.19 56,469.19
6 Total-Cu mg/kg 104.68 108.63
7 Total-Mn mg/kg 727.86 769.91
8 Total-Zn mg/kg 75.52 76.86
9 Total-S mg/kg 181.87 191.61
10 Total-B mg/kg 190.13 197.80
11 Total-As mg/kg BDL BDL
12 Total-Cd mg/kg 4.98 5.11
13 Total-Co mg/kg 28.60 29.03
14 Total-Cr mg/kg 59.10 63.98
15 Total-Pb mg/kg BDL BDL
16 Total-Ni mg/kg 51.90 53.62
BDL: Below detectable limit of ICP-Mass spectra.
INTERNATIONAL JOURNAL OF PHYTOREMEDIATION 9
of filling material and plant biomass. Water Res. 102:572–581. doi:
10.1016/j.watres.2016.07.001.
Cooper PF, Job GD, Green MB, Shutes RBE. 1996. Reed beds and con-
structed wetlands for wastewater treatment. Wilts.
Medmenham (UK): WRc Swindon.
Corcoran E, Nellemann C, Baker E, Bos R, Osborn D, Savelli H, edi-
tors. 2010. Sick Water? The central role of wastewater management
in sustainable development. A Rapid Response Assessment. UNEP/
UNHABITAT.
CPCB. 2016. Water Quality Criteria. [accessed 2020 Dec 28]. https://
tspcb.cgg.gov.in.
Datta A, Wani SP, Patil MD, Tilak AS. 2016. Field scale evaluation of
seasonal wastewater treatment efficiencies of free surface constructed
wetlands in ICRISAT. India Curr Sci. 110(9):1756–1763. doi:10.
18520/cs/v110/1756-1763.
Fernandez A, Tejedor C, Chordi A. 1992. Influence of pH on the elim-
ination of fecal coliform bacteria in waste stabilization ponds. Water
Air Soil Pollut. 63(3–4):317–320. doi:10.1007/BF00475498.
Garcıa-Avila F, Pati~no-Chavez J, Zhinın-Chimbo F, Donoso-Moscoso
S, Flores del Pino L, Aviles-A~nazco A. 2019. Performance of
Phragmites australis and Cyperus papyrus in the treatment of muni-
cipal wastewater by vertical flow sub-surface constructed wetlands.
Int Soil Water Conserv Res. 7(3):286–296. doi:10.1016/j.iswcr.2019.
04.001.
Garg K, Karlberg L, Barron J, Wani S, Rockstrom J. 2012. Assessing
impacts of agricultural water interventions in the Kothapally water-
shed, Southern India. Hydrol Process. 26(3):387–404. doi:10.1002/
hyp.8138.
Garnett TP, Shabala SN, Smethurst PJ, Newman IA. 2001.
Simultaneous measurement of ammonium, nitrate and proton fluxes
along the length of eucalypt roots. Plant and Soil. 236(1):55–62. doi:
10.1023/A:1011951413917.
Huang Z, Zhang X, Cui L, Yu G. 2016. Optimization of operating
parameters of hybrid vertical down-flow constructed wetland sys-
tems for domestic sewerage treatment. J Environ Manage. 180:
384–389. doi:10.1016/j.jenvman.2016.05.060.
Jizheng P, Houhu Z, Wenchao L, Fan K. 2012. Full-scale experiment
on domestic wastewater treatment by combining artificial aeration
vertical and horizontal flow constructed wetlands system. Water Air
Soil Pollut. 223:5673–5683.
Karlberg L, Garg KK, Barron J, Wani SP. 2015. Impacts of agricultural
water interventions on farm income: an example from the
Kothapally watershed. India Agric Syst. 136:30–38. doi:10.1016/j.
agsy.2015.02.002.
Kaur R, Wani SP, Singh AK, Lal K. 2012. Wastewater production,
treatment and use in India. Country Report India. New Delhi: IARI.
p. 1–52.
Kaushal M, Wani SP, Patil MD, Datta A. 2016. Monitoring efficacy of
constructed wetland for treating domestic effluent – microbiological
approach. Curr Sci. 110(9):1710–1715. doi:10.18520/cs/v110/i9/1710-
1715.
Kelvin K, Tole M. 2011. The efficacy of a tropical constructed wetland
for treating wastewater during the dry season: the Kenyan experi-
ence. Water Air Soil Pollut. 215(1–4):137–143. doi:10.1007/s11270-
010-0465-2.
Khan NA, El Morabet R, Khan RA, Ahmed S, Dhingra A, Alsubih M,
Khan AR. 2020. Horizontal sub surface flow constructed wetlands
coupled with tubesettler for hospital wastewater treatment. J
Environ Manage. 267:110627. doi:10.1016/j.jenvman.2020.110627.
Leto C, Tuttolomondo T, La Bella S, Leone R, Licata M. 2013. Growth
of Arundo donax L. and Cyperus alternifolius L. in a horizontal
subsurface flow constructed wetland using pre-treated urban waste-
water – a case study in Sicily (Italy). Desalination Water Treat.
51(40–42):7447–7459. doi:10.1080/19443994.2013.792134.
Licata M, Gennaro MC, Tuttolomondo T, Leto C, La Bella S. 2019.
Research focusing on plant performance in constructed wetlands
and agronomic application of treated wastewater – a set of experi-
mental studies in Sicily (Italy). PLOS One. 14(7):e0219445. doi:10.
1371/journal.pone.0219445.
Machado AI, Beretta M, Fragoso R, Duarte E. 2017. Overview of the
state of the art of constructed wetlands for decentralized wastewater
management in Brazil. J Environ Manage. 187:560–570. doi:10.1016/
j.jenvman.2016.11.015.
Metcalf and Eddy. Inc. 1991. Wastewater engineering: treatment, dis-
posal, and reuse. 3rd ed. Singapore: McGraw-Hill Inc.
Miguel-Espinosa CS, Consuelo DPR, Leiva E, Lizama K. 2020. Boron
and sulfate removal using rice husk as filtration material in horizon-
tal flow constructed wetlands microcosms. Bioresources. 14(1):
363–375. doi:10.15376/biores.14.1.
Ramprasad C, Philip L. 2016. Surfactants and personal care products
removal in pilot scale horizontal and vertical flow constructed wet-
lands while treating greywater. Chem Eng J. 284:458–468. doi:10.
1016/j.cej.2015.08.092.
Sahrawat KL, Ravi KG, Murthy KVS. 2002a. Sulphuric acid-selenium
digestions for multi-element analysis in a single plant digest.
Commun Soil Sci Plant Anal. 33(19–20):3757–3765. doi:10.1081/
CSS-120015920.
Sahrawat KL, Ravi KG, Rao JK. 2002b. Evaluation of triacid and dry
ashing procedures for determining potassium, calcium, magnesium,
iron, zinc, manganese, and copper in plant materials. Commun Soil
Sci Plant Anal. 33(1–2):95–102. doi:10.1081/CSS-120002380.
Sahrawat KL, Rego TJ, Wani SP, Pardhasaradhi G. 2008. Stretching soil
sampling to watershed: evaluation of soil-test parameters in a semi-
arid tropical watershed. Commun Soil Sci Plant Anal. 39(19–20):
2950–2960. doi:10.1080/00103620802432857.
Stefanakis A, Akratos C, Tsihrintzis VA. 2014. Vertical flow con-
structed wetlands: eco-engineering systems for wastewater and
sludge treatment. Leipzig (Germany): Elsevier.
The United Nations World Water Development Report. 2017.
Wastewater: The Untapped Resource. France: United Nations
Education, Scientivic and Cultural Organization. https://unesdoc.
unesco.org/ark:/48223/pf0000247153.
Tilak A, Wani SP, Datta A, Patil MD, Kaushal M, Reddy KR. 2017.
Evaluation of Ageratum conyzoides in field scale constructed wet-
lands (CWs) for domestic wastewater treatment. Water Sci Technol.
75(10):2268–2280. doi:10.2166/wst.2017.119.
Upadhyay AK, Bankoti NS, Rai UN. 2016. Studies on sustainability of
simulated constructed wetland system for treatment of urban waste:
design and operation. J Environ Manage. 169:285–292. doi:10.1016/j.
jenvman.2016.01.004.
Vergeles Y, Vystavna Y, Ishchenko A, Rybalka I, Marchand L, Stolberg
F. 2015. Assessment of treatment efficiency of constructed wetlands
in East Ukraine. Ecol Eng. 83:159–168. doi:10.1016/j.ecoleng.2015.
06.020.
Vymazal J. 2001. Types of constructed wetlands for wastewater treat-
ment: their potential for nutrient removal. In: Vymazal J, editor.
Transformations of nutrients in natural and constructed wetlands.
Leiden (The Netherlands): Backhuys Publishers. p. 1–93.
Vymazal J. 2007. Removal of nutrients in various types of constructed
wetlands. Sci Total Environ. 380(1–3):48–65. doi:10.1016/j.scitotenv.
2006.09.014.
Vymazal J. 2011. Long term performance of constructed wetlands with
horizontal subsurface flow: ten case studies from the Czech
Republic. Ecol Eng. 37(1):54–63. doi:10.1016/j.ecoleng.2009.11.028.
Wetzel RG. 2001. Limnology: Lake and River Ecosystems. 3rd ed. San
Diego: Academic Press. doi:10.1016/B978-0-08-057439-4.50017-4.
Xing A. 2012. Recent developments in wetland technology for waste-
water treatment [MSc thesis]. Halmstad (Sweden): Halmstad
University.
10 A. DATTA ET AL.
